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EXTENSION CORD 


Use only U.L. listed “outdoor” extension cords. To prevent 
loss of power and overheating, the size of the wires in an 
extension cord must be of adequate size. Use the table below 
to determine minimum wire size required. — 


Up to 50 Ft. 150 Ft. 


Eittensioh: Cord: Tona aan 50 Ft. to 150 Ft. to 200 Ft. 
-Minimum Co Volt Tools... 18. 16 14 
Wire Size* | 220 Volt Tools... 18 18- 16 


*American Wire Gauge 


NOTE: The lower the wire size number, the heavier the wire, and 
the farther it will carry current without a significant voltage drop. 


A No. 86-210 (2 prong) Extension Cord Adaptor (“D,” Figure 
3), or a No. 86-200 3 prong Adaptor (not shown), is supplied 


` with your tool. Either Adaptor will permit you to use practically 


any U.L. listed ‘‘outdoor’’ extension cord. To attach adaptor to 
extension cord, disconnect cord, spread “arms” of adaptor, and 
plug it into cord. Attach clamp “E” and tighten it firmly around 
extension cord. Adaptor can be left permanently attached to 
cord. 2-Wire or 3-Wire cords can be used with No. 86-210 
Adaptor. CAUTION: USE ONLY 3-WIRE EXTENSION CORDS 
WITH NO. 86-200 ADAPTOR. - 


To plug the adaptor into the tool handle, the handle receptacle 
must be unlocked by pushing side buttons in a clockwise direc- 
tion (facing opening in handle). To lock adaptor into handle, 
push buttons counter clockwise. 


Before using any extension cord, inspect it for loose or exposed 


wires and damaged insulation. Make any needed repairs or 


replacement before using with your power tool. 


Black & Decker U.L. listed Outdoor Extension Cords, that will 
lock into your tool’s handle without needing the adaptor, are 
available from your dealer 


BLADE GUARD 


The guard swings open for — 
cleaning inside of housing or 
changing blades. ALWAYS UN- 
PLUG TOOL BEFORE OPENING 
GUARD! 

TO OPEN GUARD, push down 
on knob “F” (Figure 5) and 
turn it clockwise (facing top 
of knob) until it stops (a turn 
of about 90°). The guard may 
now be opened as in Figure 5. 
WHEN CLOSING GUARD, be 
sure that arm “G” (Figure 5) 
fits into slot “H”. Push in 
knob “F” and turn it counter- 
clockwise about 90° to hold 
guard closed. | 

BE SURE GUARD IS PROP- 


ERLY CLOSED BEFORE OPER- 
ATING EDGER. 


-is unplugged! 


BLADE 


Be sure tool 


THIS SIDE 
racine MOTOR | 


FIGURE 6 


The Spacer, Blade and Clamp Nut should be attached to your 
Edger in the order shown above. Please check that the blade 
has been properly mounted before using your Edger. 


To REMOVE the BLADE for replacement: 
1. To keep shaft from turning as you loosen the clamp nut, 
use two wrenches (Figure 6). 


To ATTACH the NEW BLADE: 


1. Place Spacer on shaft — “flats” in spacer hole must engage 
“flats” on shaft. 


2. Holding Spacer in place, put blade on shaft with beveled 
edges facing motor. 

3. Hold blade against spacer and thread on Clamp Nut finger 
tight. 

4. Tighten Clamp Nut with a wrench, using a second wrench 
to hold Spacer. This keeps shaft from turning as you tighten 
the nut. 


SWITCH 


TO TURN TOOL “ON”, slide trigger locking button “J”, (Figure 
8) backward with your thumb, and hold it back momentarily, 
while you squeeze the trigger switch “K”. The trigger has been 
designed so that it is very easy to hold in the “ON” position. 


TO TURN TOOL “OFF”, merely release the trigger. The locking 
button will snap forward and prevent the trigger switch from 
being accidentally depressed. 


OPERATION 


FIG. 9 Als 


NOTE: Your edger is a major appliance and should not be oper- 


- ated simultaneously with other major appliances on the same 


household circuit. 

With the cutting head in the position shown in Figure 9, place 
tool so the edge guide rests against the edge of the paved 
surface. Both wheels must be on the paved surface. Turn switch 
“ON” and allow blade to spin without moving tool. This 
allows the blade to get a good start. Then move tool slowly 
along edge of paved surface, keeping the edging guide pressing 
lightly against the pavement edge. For the first edging each 
season, it is best to move forward slowly because grass is 
thickest then. Subsequent edgings will be completed more 
rapidly. If the tool slows down, back it an inch or two until 
the blade comes up to normal speed. 

Do not attempt to edge when the grass or soil is wet or moist 
— for electrical safety and to prevent clogging of the blade 
chamber. If you must edge under soil conditions which cause 
the blade chamber to become clogged, UNPLUG THE TOOL, 
open the blade guard and remove clogged material WITH A 
STICK. To continue to operate the tool in a clogged condition 
will seriously overload the motor. CAUTION — Do not attempt 
to unclog the blade chamber by dropping or tapping the tool 
on the ground. This can damage the wheels. Keep hands clear 
of edge guide when cleaning as this part abrades to a very 
sharp point during edging. 


The Cutting Head of the Edger can be adjusted so that the 
tool will also perform TRENCHING and TRIMMING operations. 
CAUTION: Be sure cutting head is in a locked position before 
operating tool. 


To change the position of the cutting head: 
1. UNPLUG TOOL! 


2. Push button “L”, Figure 10, in direction of arrow, holding 
it back momentarily as you start to rotate the cutting 
head. Release the button, continue rotating, and the cutting 
head will snap into a locked, 45° position for TRENCHING. 
In this position (Figure 11), the tool will cut a ‘‘V’’-shaped 
trench along the edges of flower and shrubbery beds, and 
around trees in preparation for sod removal. Be careful 
not to tip the front of the tool too far downward or it will 
dig too deep and stall the tool. | 


3. To put the cutting head in the TRIMMING position (Figure 
12), hold the button (‘‘L’’, Figure 10) back until you rotate 
the head past, or out of, the 45° Trenching position. 
Release button, continue rotating, and the head will snap 
into the locked, 90° Trimming position. Now, with the blade 
parallel to the ground, you can roll the tool forward for 
grass trimming. Trimming will be most efficient with a new 
or sharpened blade, as edging and trenching dull the cutting 
edges of the blade because of dirt abrasion. 


FIGURE 10 


OPERATION (Continued) 


FIGURE 12 ~ 


FIGURE 11 


BLADE SHARPENING 


UNPLUG TOOL 

The blade can be sharpened in several different ways as follows. 
Whichever way you use, try to maintain the original cutting 
angle, and sharpen each cutting edge an equal amount. Only 
the outer, beveled edge of the blade should be sharpened. 
Bent or damaged blades should be replaced with No. 82-024 
Replacement Blade. 

USING HAND SHARPENING STONE — Open blade guard. Blade 
need not be removed. Being careful not to cut yourself, sharpen 
both beveled edges of the blade. 


B&D No. 3306 BLADE SHARPENER — Wear safety glasses! Open 

blade guard and remove blade from tool. Use a vise to hold the 
blade in a convenient position and mount the sharpener in a 

14” or 3%” electric drill. Start the drill and, with the sharpener’s 

plastic disc against the flat side of the blade, move the groove 

in the sharpener lightly back and forih along the beveled cutting 

edge — see Figure 13. 

OTHER SHARPENING METHODS — Wear safety glasses! Re- 

move blade from tool. Sharpen on a bench grinder, or, hold it 

in a vise and sharpen with a fine-tooth file or power disc 

sander. 


PREVENTING CORROSION — STORAGE 


Fertilizers and other garden chemicals contain agents which 
greatly accelerate the corrosion of metals. If you use the tool 
in areas where fertilizers or chemicals have been used, the tool 
should be cleaned immediately afterward as follows: (1) BE- 
SURE THE TOOL IS UNPLUGGED. (2) Open blade guard. (3) 
Wipe all exposed parts with a damp cloth. 

When cleaning, DO NOT immerse tool in water or squirt it with 
a hose. 

Do not store the tool on or adjacent to fertilizers or chemicals. 
Such storage can cause rapid corrosion. 


ACCESSORIES 


Use only Black & Decker No. 82-024 Blade and U.L. Listed 


“Outdoor” Extension Cords with your Edger-Trimmer. CAUTION: 
The use of any other accessory might be hazardous. Wear B&D 
No. U2106 Safety Glasses or other eye protection when using 
the Edger. 


